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Created as an open-baffle dipole line 
source speaker, the Model LS Concert 
provides the ultimate in audio experiences. 
This is achieved through ingenious product 
design and proprietary Steinway Lyngdorf 
technologies.

Without a conventional cabinet, the Model 
LS Concert open-baffle speaker interacts 
with the room much as a musical instrument 
would, resulting in extremely open and 

life-like musicality. At the same time the 
line source construction allows sound to 
propagate over long distances. In practice, 
it is almost impossible to detect any change 
in volume level and audio quality from the 
front to the rear of the room. 

Every Steinway Lyngdorf system benefits 
from the combination of proprietary 
RoomPerfect™ technology and fully digital 
amplification allowing pure sound to be 

realized perfectly in acoustically imperfect 
real-world environments.

The Model LS Concert speakers can be 
part of an immensely powerful stereo or 
surround sound system by combining them 
with the Steinway Lyngdorf range of sound 
processors, amplifiers and other speaker 
collections. 

IMMENSELY POWERFUL - TRULY UNIQUE
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“The Model LS Concert started out as a sketch 
in my notebook and was something I dreamt 
about creating for several years. The idea of 
combining a dipole speaker with the line source 
principle would allow me to create not only a 
truly unique and immensely powerful speaker, 
but something that aesthetically fills the room 
with its physical presence” 

Peter Lyngdorf
Founder
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MODEL LS CONCERT SPEAkER



MODEL LS CONCERT

Description Floor‐standing dipole line source speaker

Drive units Mid: 15 x 5¼”
 High: 8 x AMT

Frequency response  120 - 22k Hz

Power rating  300 / 900 W

Amplification needed  2 Channels

Max SPL @ 1 meter  132 dB*

Impedance nominal  4 Ohm

Dimensions  260.0 x 40.0 x 46.0 cm
(H x W x D) 102.4 x 15.7 x 18.1 in

Weight  73.0 kg / 161.0 lbs

Configuration options  Stereo, Surround Sound

* Equivalent to a conventional point source SPL @ 1m

Specifications subject to change without notice
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